
Rainier Commons LLC 

Catch Basin Sampling Source Control Action Report  

August 12th, 2014 

Michelle Mullin, EPA Project Manager: 

Pursuant to Condition 6 of the Work Plan approval for the exterior paint abatement work at Rainier 

Commons and the corresponding Catch Basin Sampling Plan in the IPWP for the Phase I work, we 

commissioned NVL Labs to collect samples of sediment and water prior to the commencement of blasting 

work and during the course of the blasting work.  The sample results and reports are attached.   

The aqueous sample was non-detect for PCBs in both rounds of sampling.  The sediment had low 

concentrations of PCBs, but exceeded the action limit.  The blasting work for the first Phase of the work 

was to be of limited duration; therefore, the time lapse between receipt of the laboratory results of the 

“pre-work” sampling and the collection of the “during-work” sampling round was short.  We used the pre-

work sampling as a baseline for comparison to the during-work round of sampling. 

As soon as the during-work sampling round was collected we then carried out certain clean-out and 

maintenance actions to ensure protection of the storm system.  Again the aqueous samples were non-

detect, but response actions were taken to ensure protection as to the small amounts of sediment that 

had accumulated.  

In addition to our regular source control activities Rainier Commons undertook the following additional 

steps in response to the sampling results.  

  Recent actions taken include: 

1. Cleaning CB1, CB2 and CB3 from sediments and water. (Exhibit B). 

2. Replacing an existing "Catch All" for CB1 with a new one. (Exhibit D). 

3. Continuing to inspect, maintain, adjusted and/or replace filter socks in each catch basin as well as on 

roof drains. Done on a weekly basis or/and as needed. (See for example, Exhibit C). 

4. Sending a letter to tenants regarding the finding of cigarettes butts and burns in filter sock and request 

to bring issue to worker’s attention by CGI. (Exhibit E). 

5. Clean up of the premises by visual inspection for debris including detached paint chips via shop vacuum and 

hand collection. In addition to our weekly power sweep by MSI trucks including the court yard area. (Exhibit C).  

5. Shop vac courtyard/breezeway area with HEPA filter and continue collecting paint chips by hand as 

well on a weekly basis. 

Thank you, 

Vered Mizrahi 

Rainier Commons LLC 

 



 

EXHIBIT A 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



EXHIBIT B 
 

 

 

 

 

 

 

CB1 cleaning after second sampling 

 

 

 

 

 

 

 

CB2 cleaning after second sampling 

 

 

 

 

 

 

 

CB3 cleaning after second sampling 



EXHIBIT C 

 



EXHIBIT D 

 



EXHIBIT E 

 


